Supports Intel 478
LGA 775 and AMD K7, K8

Connect your system to
the faster S-ATA interface
for better performance.

D

Extra power connector
for PCI Express
graphic cards.

For SSI (550W/650)

Conform to Energy Start, Blue Angle (Low power

consumption on standby <1W)

Environmentally friendly, conforms to new RoHS &
WEEE requlations.

Input

Voltage

90Vac ~ 265Vac

Frequency

47Hz ~ 63Hz

Current

Efficiency
Power factor

350W : 4.5A/2.3A max. / 400W : 5.0A/2.5A max. / 460W : 5.5A/3.0A max.

550W : 8.2A/3A max. [/ 650W : 9.6A/3
85% typical at full load
0.99 typical

5A max.

AX420-60GLN
350W Output

- 4Pin Connector x 6

- 4Pin Floppy Drive
Connector x 1

-S-ATAX 2

- PCI Express x 1

Voltage

+5V 12v1 +12v2 +3.3V

-12v

+5Vsb

Current (Min.)
Current (Max.)

03A [1.0A
21.0A | 100 A

[1.0a
15.0 A

0.5A
22.0A

0.0 A
0.5A

0.0 A
2.0A

Regulation

+/-5% +/-5% +/-5% +/-5%

+/-10%

+/-5%

Ripple&Noise

50mVv 120mV | 120mV 50mv

120mVv

50mV

Combine power
Hold up time

+5V and +3.3V total output is 150W m
17ms min. at 115V/230V & at full load

ax. Total output power is 350W

AX440-60GLN
400W Qutput

- 4Pin Connector x 6

- 4Pin Floppy Drive
Connector x 1

- S-ATAX 2

- PCI Express x 1

Voltage

+5V +12V1 +12v2 +3.3V

-12v

+5Vsb

Current (Min.)

0.3 A 1.0A 1.0A 0.5A

0.0A

0.0A

Current (Max.)
Regulation
Ripple&Noise

30.0A | 14.0A | 15.0A 30.0A
+/-5% | +I-6% | +/-5% +/-5%
50mV | 120mV | 120mV | 50mV

0.5A
+/-10%
120mV

20A
+/-5%
50mV

Combine power
Hold up time

+5V and +3.3V total output is 150W m
17ms min. at 115V/230V & at full load

ax. Total output power is 400W

AX500-60GLN
500W Output

- 4Pin Connector x 6

- 4Pin Floppy Drive
Connector x 1

-S-ATAXZ

- PCI Express x 1

Voltage
Current (Min.)
Current (Max.)

+5V_ | +12V1 | +12V2 | +3.3V
03A | 1.0A |1.0A | 0.5A
30.0A | 16.0A [18.0A | 30.0A

[ -12v
0.0 A
0.5A

[ +5Vsb
0.0A

| 2.0A

Regulation

+/-5% | +/-5% | +/-5% +-5%

+-10%

+-5%

Ripple&Noise

50mV | 120mV | 120mV | 50mV

120mV

50mV_ |

Combine power

+5V and +3.3V total output is 152W miax‘ Total

output power is 460W

Hold up time

17ms min. at 115V/230V & at full load

AX550-80GLN
550W Output

- 4Pin Connector x 6

- 4Pin Floppy Drive
Connector x2

- S-ATAX 6

- PCl Express x 2

Voltage

+5V +12V1 | +12Vv2 +3.3V

-12V

+5Vsb +12V3

Current (Min.)

05A 0.0A 0.0A 0.8A

0.0A

0.0A 0.9A

Current (Max.)

30.0A | 15.0A |15.0A 36.0A

0.5A

2.0A 15.0 A

Regulation

+/-5% | +/-5% +/-5% +/-5%

+/-10%

+/-5% +/-5%

Ripple

50mV | 120mV | 120mV 50mVv

120mV

50mV 120mV

Combine power

+5V and +3.3V total output is 155W max. Total

output power is 550W

Hold up time

17ms min. at 115V/230V & at full load

AX650-80GLN
650W Output

- 4Pin Connector x 6

- 4Pin Floppy Drive
Connector x 2

-S-ATAX 6

- PCI Express x 2

L=

Voltage

+5V +12V1 | +12Vv2 +3.3V

-12v

+5Vsb +12V3

Current (Min.)

05A 0.0A 0.0A 0.8 A

0.0A

0.0A 0.9 A

Current (Max.)

30.0A | 15.0A | 15.0A 36.0 A

0.5A

2.0A 15.0 A

Regulation

+/-5% | +/-5% | +/-5% +/-5%

+/-10%

+/-5% +/-5%

Ripple

S50mV_| 120mV | 120mV 50mv

120mVv

50mv 120mvV

Combine power

+5V and +3.3V total output is 155W max. Total output power is 650W

Hold up time

17ms min. at 115V/230V & at full load

Protection

Over voltage protection / Over current protection / Short circuit protection

EMC

meet EN61000-4-2,-3,-4,-5 and CE approval

Safety

UL,CB ,CE ,CSA, TUV , Nemko , FCC , BSMI ,CCC ,C-TICK

Environmental

Temperature

| Operating: 0°C to 50°C / Non-operating: -20°C to 80°C

Dimension
EMI

Cage:140(L)X150(W)X86(H) mm

FCC Class B,CISPR 22 Class B

MTBF

>100,000 hours




